Terahertz quantum cascade lasers in a magnetic field

V. Tamosiunas, R. Zobl, J. Ulrich, and K. Unterrainer
Institut für Festkörperelektronik, Technische Universität Wien, A-1040 Wien, Austria

R. Colombelli, b) C. Gmachl, K. West, and L. Pfeiffer
Bell-Laboratories, Lucent Technologies, 600 Mountain Avenue, Murray Hill, New Jersey 07974

F. Capasso
Harvard University, Division of Engineering and Applied Sciences, Cambridge, Massachusetts 02138

(Received 31 March 2003; accepted 17 September 2003)

We have investigated the behavior of a terahertz quantum cascade laser in an external magnetic field. A reduction of the threshold current density and a simultaneous enhancement of the laser emission intensity are observed. Although several mechanisms can induce this effect, the suppression of nonradiative Auger-intersubband transitions through Landau quantization of the in-plane electron motion is the most probable candidate. In addition, the injection rate via resonant inter-Landau-level transfer and the waveguide properties are modulated by the field. We also observed clear shifts of the emission spectra when the external magnetic field is applied, while operating the device at constant voltage or current. © 2003 American Institute of Physics.

A quantum cascade laser (QCL) operating in the terahertz (THz) range of the electromagnetic spectrum was recently demonstrated by Köhler et al.1 Continuous wave operation was reported as well,2 but the further improvement of the THz QCLs is a challenge for several reasons related to the intersubband population dynamics and to the waveguide properties. Electron–electron and interface roughness scattering represent the main scattering mechanisms at low temperatures in this range of intersubband energies. They lead to fast carrier relaxation and they counteract population inversion.

Blank and Feng3 proposed to increase the intersubband lifetime by applying a magnetic field normal to the epitaxial layers. The additional quantization (induced by the magnetic field) of the in-plane electronic motion dramatically modifies the electron–electron scattering in the Landau-quantized energy spectrum. As a matter of fact, the recently observed enhancement of the luminescence intensity of GaAs/AlGaAs4 and InGaAs/InAlAs5 THz quantum cascade structures originates from this modification. Landau quantization was also exploited to control electron-LO phonon scattering in midinfrared lasers.6

In this work, we studied the behavior of a 4.5 THz QCL in an external magnetic field. The structure consists of 100 periods of a layer system of GaAs wells and Al0.15Ga0.85As barriers (as proposed in Ref. 1) sandwiched between two n+ doped contact layers, and it was grown on a semi insulating GaAs substrate using molecular beam epitaxy. The bottom layer is 500 nm thick and it is doped to n = 4 × 10^{18} cm^{-3}, while the top layer is 100 nm thick and doped to n = 7 × 10^{18} cm^{-3}.

The laser devices were processed into ridges by reactive ion etching through the active zone down to the bottom contact layer. Metallic contacts (Ge/Au/Ni/Au, 15/30/14/200 nm) were evaporated onto the bottom contact layer, and as two 10 μm wide contact stripes on top of the ridge. The sample was then annealed for 1 min at a temperature of 430 °C, and a surface-plasmon carrying Ti/Au layer (10/400 nm) was sputtered on top of the ridge to complete the top contact and to provide waveguiding.

The magnetic field measurements were performed with the device mounted in a cryostat equipped with two superconducting magnets. Several different detectors can be used in conjunction with this system, namely a magnetic field tunable InSb cyclotron resonance detector, a broadband Ga doped Ge detector, or a Si bolometer. The last detector was used with an external Fourier-transform infrared spectrometer (FTIR): it has therefore been possible to record high-resolution spectra of the THz QCL under the application of the magnetic field.

The response of the InSb detector to our THz–QCL emission is shown in Fig. 1(a) (inset) and it displays two peaks: one originates from impurity bound and the other one from free carrier transitions in the detector. The spectral response of the detector was tuned by scanning the detector magnetic field.4 Each of the two peaks has a full width at half maximum of approximately 0.6 meV. Although individual laser lines cannot be resolved with the InSb detector, the average frequency shift of the entire laser spectra can be detected.

A 100 μm wide device was selected for the magnetic field measurements because it exhibited lasing for a very broad current range. A broadband Ge detector was used to measure the light versus current characteristic of the device for several values of the magnetic field applied to the sample [see Fig. 1(a)]. We observed a clear reduction of the threshold current density with increasing applied fields. For example, the threshold is 1.4 A at 0 T, while it decreases to 0.52 A at 4.2 T. The laser emission intensity increases substan-
We will now discuss in detail how the magnetic field affects the laser emission. The laser output power is proportional to the population inversion which, in turn, is directly proportional to the injection rate and inversely proportional to the nonradiative relaxation rate. If we assume that the injection rate is not influenced by the magnetic field, we can expect an oscillatory increase of the laser emission. The minima of the laser output power should correspond to magnetic field values that meet the following resonance condition:

\[ E_2 - E_1 = \frac{\hbar eB_N}{m^*} N. \]

Here \( E_2 - E_1 \) is the energy difference between the lowest Landau levels of the upper and lower laser transition, \( \hbar \) is the Planck constant, \( e \) is the elementary charge, \( B_N \) is magnetic flux density, \( m^* \) is effective mass, and \( N \) is an integer. The resonant tunneling between Landau levels opens up an additional nonadiabatic relaxation channel via the Landau ladder \((|1,N\rangle, |1,N-1\rangle, ..., |1,1\rangle)\). The consequent reduction of population inversion induces a decrease of the laser emission intensity. It should be pointed out that a theoretical model proposed by Raikh and Shahbazyan\(^7\) well describes the momentum transfer caused by interface roughness or impurities, a mechanism which is necessary for resonant transfer between Landau levels of different subbands. Figure 1(a) clearly shows that the laser stops working at these magneto- intersubband resonances. We observe the \( N=4, 3, \) and 2 resonances at 2.6, 3.5, and 5.4 T. As expected, the laser intensity reaches its maximum between the \( N=3 \) and \( N=2 \) resonance.

So far we have assumed that the injection rate is not affected by the magnetic field. This assumption is not entirely justified since additional features are observed in the magnetic field dependence of the laser intensity. An efficient injector requires high scattering rates in order to achieve good injection into the upper laser state as well as fast extraction out of the lower laser state. Therefore, it would be advantageous to have magneto-intersubband resonances between all the injector states, between the last injector state and the upper laser state, and between the lower laser state and the first extractor state. The energy separation between the injector states is small \((\sim 3.1–3.8 \text{ meV})\)\(^8\) and the condition for complete magnetic quantization

\[ \frac{\hbar eB}{m^*} > \Delta E_{\text{injector}} \]

is reached at relatively low magnetic fields. The optimum performance of the laser should be achieved for \((\hbar eB/m^*) M = \Delta E_{\text{injector}} \) and simultaneously \((\hbar eB/m^*) N \neq \Delta E_{\text{laser}}\), where \( N \) and \( M \) are integers [Fig. 1(b)]. The interplay between increased injector efficiency and reduced nonradiative relaxation rates determines the detailed dependence of the laser intensity on the magnetic field. Due to the complex structure of the injector a quantitative model is difficult to obtain. However, it is obvious that at 4.2 T optimum performance is achieved. This corresponds to \( N=2.5 \). If we assume \( M=1 \) (i.e., the first magneto-intersubband resonance for the injector) we obtain an injector spacing of 7.4 meV. This is about two times larger than the spacing between ad-

FIG. 1. (a) Laser emission intensity as a function of the injected current at different magnetic fields applied to the sample. The pulse width was 150 ns at 90 kHz repetition rate. [(a) inset] Response of the InSb detector vs applied detector magnetic field when illuminated by the THz QCL. The solid calibration line corresponds to the free electron cyclotron resonance, the dashed line to the impurity bound resonance. (b) Energy levels in the injector and in the active region without and with strong applied magnetic field. The parabolic in-plane dispersion of the subbands allows electron–electron scattering and nonradiative recombination both in the injector and in the active region. A magnetic field breaks the subbands into ladders of Landau levels. For a magnetic field leads to an increase of the laser intensity of a factor of four at \( B=0 \) T. Furthermore, we observe oscillations of the intensity as a function of the magnetic field, which is induced by the discretization of the energy spectrum. In the absence of a magnetic field, the energy conservation condition for intersubband Auger scattering processes is satisfied by a continuum of energy changes \( \Delta E \). However, under the application of a magnetic field the only allowed energy changes \( E_{\text{auger}} \) are multiples of the cyclotron resonance energy \( \hbar \omega_c \). Since the Auger scattering rate is inversely proportional to the exchanged energy and momentum, the Landau-level splitting induced by the magnetic field reduces the nonradiative relaxation rate, thereby increasing the laser efficiency.
The authors acknowledge support by the Austrian Science Foundation (START, ADLIS, SFB) and the European Community IST program (Teravision, Supersmile).